Audi 80, Audi 90 Current Flow Diagram No. 21

Rear window wiper, Audi Coupé
From July 1991

Position of relays - Auxiliary relay carrier, front
also see “Fitting Locations” (under dash panel, left)

Relay plate with fuse holder:
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Position of relays: Position of relays:

ﬂ - Intermittent wash/wipe relay

Aucxiliary relay carrier, rear
(under rear seat bench, left)

Fuse colours

30 A—green
25 A — white
20 A —yellow Position of relays:

}g 2_ :)(I;:je E — Interval relay for rear wiper

5 A —beige !
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No. 21/1 Current Flow Diagram

Audi 80, Audi 90

Rear window wiper
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Wiring colours:

bl =blue — :
br =brown Viz
ge = yellow
gn =green
gr =grey
li =purple
ro =red bre Br
sw = black
ws = white
1 2 3 4
97-73%
E3 — Emergency light switch
E22 - Intermittent wiper switch
J30 — Rear window wiper/washer relay
J31 - Intermittent wash/wipe relay
T1u — Connector single, blue, behind dash panel, left
T1iw -~ Connector single, grey, behind dash panel, left
T3w — Connector 3 pin, black, in luggage compartment, left
\9 — Windscreen wiper motor
V12 - Rear wiper motor
V13 — Rear window washer pump
— Earth connection — 1 —, rear wiring loom
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