No. 44/15 Current Flow Diagram Audi 80, Audi 90

Windscreen wash/wipe system. headlight washer system, heated washer jets, horn
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E 22 - Intermittent wiper switch 220 - Heater resistance left washer jet
H - Horn plate Z 21 - Heaterresistance right washer jet
H2 - High tone horn G»  — Earth point. behind dash panel, left
H7 - Lowtone horn » N
Ja — Dual tone horn relay 61 — Earth connection—1—, in dash panel wiring loom
J31 - Intermittent wash/wipe relay @2 - Earth connection - 1 - in headlight wiring loom
J39 - Headlight washer system relay . ) . o
T1i - Connector single. white. behind dash panel, left — Only on versions with heated washer jets/head-
T2f - Connector 2 pin. near washer jet ight washer system ,
T2g - Connector 2 pin, near washer jet © - Only on versions with engine compartment light,
T6 - Connector 6 pin, black, connection point in aux. up untit 7/93 _
relay carrier - Only on versions with heated washer jets/head-
T6r — Connector 6 pin, black. behind dash panel. left light washer system. up until 7/93 =
v — Windscreen wiper motor - Only on versions with heated washer jets/head-
V5 — Windscreen washer pump light washer system, as from 7/93

V11 - Headlight washer pump
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