Audi 80, Audi 90

Current Flow Diagram

No. 44/16

Dash panel insert, rev. counter. digital clock. lighting control

PETTT

0,5
ai/ms  gvbl  br/se  ro/bl  sw/bl

g7
lT26/4 lgT“ZE/ 1

25$/lr25/9!125&2'725/23‘125/w9!125/3

T260/25

T26a/ 26

0,5 0,5
Li/sw  Li/sw
183
Wiring colours:
bl = blue
br = brown
ge = yellow
gn = green
175
Tiore ARy
02 % i =purple
WSH ro =red
l.l.l.L. sw = black
WS = ]
172 173 174 175 176 177 179 s = white

E 20 - Switches and instruments — lighting control

G - Fuel gauge sender

G5 - Rev.counter

K6 — Emergency light system warning lamp (not installed)
K64 — Emergency light and turn signal. right, warning lamp
K65 - Left turn signal warning lamp

L8 — Clock light bulb

T10 - Connector 10 pin, black, connection point in aux. relay carrier
T26 - Connector 26 pin, yellow, on dash panel insert

T 26a - Connector 26 pin, blue, on dash panel insert

Y2 — Digital clock

@) - Earth connection — 1 - in front right wiring loom

() — Earth connection — 1 —. in rear wiring loom

@9  — Earth connection - 2 —. in dash panel wiring loom
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